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Above drawing shows a 38" tall counter with a 2" thick top.  
cutout required for optional sideburner.
counter. 

DO NOT place or use this grill under an unprotected combustible surface.  A minimum 
overhead safe distance of  60" must be maintained.  Maintain a distance of 24" on the back 
and sides of the grill from any combustible surface.  Do 
construct the support frame for the grill.  Drop In grills can be used in an enclosed structure 
with assisted / proper ventilation if the above conditions are maintained.
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Wilmington Grill 30" Gas Drop In Grill Dimensions
 
 

Above drawing shows a 38" tall counter with a 2" thick top.  10.5" x 17" dimensions on top image show the 
optional sideburner.  An open grill lid will require a 12" clearance

 
DO NOT place or use this grill under an unprotected combustible surface.  A minimum 
overhead safe distance of  60" must be maintained.  Maintain a distance of 24" on the back 
and sides of the grill from any combustible surface.  Do not use a combustible material to 
construct the support frame for the grill.  Drop In grills can be used in an enclosed structure 

ventilation if the above conditions are maintained.
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Drop In Grill Dimensions 

 

imensions on top image show the 
12" clearance beind the grill on the 

DO NOT place or use this grill under an unprotected combustible surface.  A minimum 
overhead safe distance of  60" must be maintained.  Maintain a distance of 24" on the back 

not use a combustible material to 
construct the support frame for the grill.  Drop In grills can be used in an enclosed structure 

ventilation if the above conditions are maintained. 
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Ventilation of Drop In Style Grills
 

 

 

Warning: Ventilation holes must be located in the structure holding the Drop In 

Style Grill to provide ventilation in case of a gas leak.  Failure 

recommended venting guidelines can cause gas to collect in the structure in case of 

an unforeseen gas leak.  This may result in a fire or explosion that could cause 

bodily harm, death, or damage to the property.

 

Wilmington Grill recommends the 

grill.  We recommend a minimum opening of 100 square inches of venting per side, 

with a minimum total of  2 vents per structure.  We recommend placing the vents as 

close to ground level on the structure

obstructed in any way, both inside and out of the structure.  

we recommend adding a second set of cross vents towards the top of the structure 

holding the grill.  The vents can be place

and should have a screen over them to keep ins
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Ventilation of Drop In Style Grills

Warning: Ventilation holes must be located in the structure holding the Drop In 

Style Grill to provide ventilation in case of a gas leak.  Failure 

recommended venting guidelines can cause gas to collect in the structure in case of 

an unforeseen gas leak.  This may result in a fire or explosion that could cause 

bodily harm, death, or damage to the property. 

Wilmington Grill recommends the use of cross ventilation in the structure holding the 

grill.  We recommend a minimum opening of 100 square inches of venting per side, 

2 vents per structure.  We recommend placing the vents as 

close to ground level on the structure as possible, making sure the vents are not 

obstructed in any way, both inside and out of the structure.  When using natural gas, 

we recommend adding a second set of cross vents towards the top of the structure 

The vents can be placed in a low visibility area

and should have a screen over them to keep insects from entering
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Ventilation of Drop In Style Grills 

Warning: Ventilation holes must be located in the structure holding the Drop In 

Style Grill to provide ventilation in case of a gas leak.  Failure to use the 

recommended venting guidelines can cause gas to collect in the structure in case of 

an unforeseen gas leak.  This may result in a fire or explosion that could cause 

use of cross ventilation in the structure holding the 

grill.  We recommend a minimum opening of 100 square inches of venting per side, 

2 vents per structure.  We recommend placing the vents as 

as possible, making sure the vents are not 

When using natural gas, 

we recommend adding a second set of cross vents towards the top of the structure 

n a low visibility areas on the structure 

ects from entering. 


